P.O. Box 5979 West Columbia, SC 29171 803-776-2396

MARWIN

MAKE SURE IT'S MARWIN-MADE.

Compact Pocket Door Frame
Installation Instructions

For Residential Use Only
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Rough Opening height
from sub-floor 6'8"
Rough Opening height
from sub-floor 80"
Rough Opening width

84-1/2" | 84-1/2" | 84-1/2" | 84-1/2" | 84- 1/2"

100 - 1/2"|100 - 1/2"| 100 - 1/2"| 100 - 1/2"| 100 - 1/2"

for one door 43" 57 61" 65" 73"
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Preparing for Pocket

STEP 1 CONSTRUCT ROUGH Door Installation
OPENING o
Ensure rough opening Header is level, ,-f#,:.-'#::"::f ’/I:/_,#":j;
plumb, and square with the studs. = | ) a;:«:"’
Minimum height is 84 %” (door height plus ,-f’;’if =
4%”), and 100 %” for an 8/0. The width is A PN JRE—
2 times the door width plus 1”. See chart f_,r’_'{_-;:?f"’ ,/;:;:'_;f-*.” } i
above for rough opening height. T ’_.,x:;f:,ﬁ;f; g
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STEP 2 MEASURE AND MARK ; LB
Measure up from the finished floor 80 %” ‘:?r E z
or from the sub-floor to 81 %4”. This will 3
give %" to 1 %4” clearance under the door. E‘
Mark each rough stud and drive a flat head »
nail in the center, leaving 1/8” protruding. g 8 _,-*"f ,,’-:K
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(The frame header brackets will rest on & i“@qﬂ"t .
these nails) i P A P
Snap 2 chalk lines on the floor even with the side jambs P - - -
I I <A
- “'m_:'._l ~ Add Ch?llt Lines to
P “ Align with Sides of Framing




STEP 3 PREPARE HEADER AND TRACK ASSEMBLY

The header and track in this kit will fit a 36" wide door without
any modification. Both the header and track will need to be cut =
for any door width less than 36". The header is marked accordingly. ~1

TRIMMING INSTRUCTIONS:
1. Cutthe wood header (top marked side) at the size marking

for your door width.
CAUTION: Do not cut the track.

7. Measure 1 3/8" from the trimmed header end and cut the
track at this point.
(The track should be 1 3/8" shorter than the header)

3. Turn the header on its side and cut the nailing board and jamb at
the size marking for your door width. Do this on both sides.
CAUTION: Do not cut the header board or the track.

STEP 4 ATTACH HEADER HANGER BRACKETS

Attach a Header Bracket to each end of the Header. Using 2 screws
on the small side of the bracket, ensure that the first bracket is
affixed up against the nailing boards on one end and the screws are
inserted through the holes. Then line up the other bracket onto the
pocket end of the header, flush with the end of the header, and affix
it with one screw in the end of the slot closest to the end of the

header. Do not tighten screw as adjustment, may be required later.

STEP 5 ATTACH HEADER TO FRAME

Remove the 2 shipping blocks that are attached to the larger top

purlin. Place header between the top 2 purlins of frame. The top of
header board and the top of the purlin should sit flush with one

another. Ensure that the header nailing board is sitting against the

steel stiffener and the header short jamb is sitting above the pocket
frame long lamb. With the header in this position predrill two holes

on either side of the top purlin with the drill bit going through the
purlin and into the header board. Use 1-1/2" wood screws to attach
the header onto the pocket door frame walls.
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STEP 6 CHECK DOOR THICKNESS

When properly installed, this pocket door

frame allows 2" {51mm) free space for the door

between the wood purlins. A 1 3/8" (35mm) door

would leave 5/16" (8mm) clearance on each side. A 1 %"

(45 mm) door would leave 1/8" (3mm) clearance on each side.

STEP 7 PLACE FRAME INTO ROUGH OPENING

Start installation of frame into rough opening by placing the header
brackets onto the nails that are protruding from the rough opening
studs.

STEP 8 COMPLETE FRAME INSTALLATION

Align the frame between the chalk lines that were snapped during
STEP 2. Use a level to ensure that the frame is plumb and the header
is level. Header may need to be shimmed above between the rough
opening header and the pocket door frame header. Once everything
is level use proper fasteners (this will depend on floor type that the
pocket door frame is being installed onto) to secure both front and
back floor plates to the floor.

STEP 9 SECURE HEADER

Remove middle track screw, shim header above screw location, and
replace with a 3" to 3-1/2" wood screw. After this is complete repeat
the process with the 2 track screws that are closest to both header
brackets.

STEP 10 INSTALL BUMPER

On the wall side of the pocket door frame measure up 40" from the
floor and install the bumper on the center of the stud.

Leave remaining shipping block in place until wall material is applied.

YOUR COMPACT POCKET DOOR FRAME
INSTALLATION IN NOW COMPLETE

See page 4 for Door Installation Instructions
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STEP 11 SEALDOOR AND INSTALL BUMPER

To help prevent door warpage, guard against moisture absorption by
sealing ALL edges of the door with paint or sealing stain.

STEP 12 MOUNT DOOR PLATES AND INSERT ROLLERS

Mount the door plates on the top edge of the door, 2" from each end.
Ensure that the slots face the same direction.

Ensure that the hanger bolt is in its lowest position on the 3-wheel
rollers. Insert the rollers into the track of the header as illustrated,
alternating the 2 wheel side from the 1 wheel side.

STEP 13 HANG THE DOOR

Hang the pocket end of the door first by engaging the hanger into the
slot on the side of the mounted hanger plate, then repeat for the hange
and plate on the opening end of the door. Close the clasp on each
hanger plate to lock the hanger bolt into position.

Adjust the door for height above the floor and for squareness to the

solid jamb, by turning the hex portion of the hanger bolt with the
wrench provided.

STEP 14 INSTALL FINISH JAMBS, SPLIT HEADER, & CASING

Install finish jambs, split header and casing (all not provided). Mail
vertical finish jambs to the wood surface side of each metal stiffener
stud at the pocket opening, ensuring the outer edge is flush with the

face of the wall board.

134
Install 2 jamb to the wall on the opening side. I
Fasten split header on the lock lever side of the mounting plate on top of
the door with screws for future door removal or adjustment. '

Wi SCraws

Install the finish trim casing. DO NOT nail the header finish trim to the
split header, affix with screws. Door stop trim can be affixed to split
header with finish nails so that header trim can be removed later for
door adjustment or removal without damage.

STEP 15 INSTALL DOOR GUIDES

Install the door guides by attaching them to the split side jambs at the
bottom of the door with the screws provided to ensure door is held and
slides in the center of the opening.
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