
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

P.O. Box 5979 West Columbia, SC   29171   803-776-2396 

Pocket Door Stop 
        Installation Instructions 

1. Calculate the size difference 
a. Determine the size of the built-up pocket door frame and the 

door to be installed 

b. Calculate the difference in inches by subtracting the door size 

from the Built-up pocket door frame size 

2. Rough Opening 

a. The rough opening can now be calculated by subtracting the 

difference in inches from the width of the rough opening 

listed on the pocket door installation instructions 

b. Frame out rough opening using the new calculated width and 

the height that is listed on the pocket door installation 

instructions 

3. Cut Down Header 

a. Loosen all screws that are securing the track to header but 

do not completely remove the screws 

b. Once screws are loose, remove the track from the header 

c. Using the size difference that was calculated above measure 

and mark the track and the header as pictured below: 

 

 

         

 

 

d. Place the track back into the header 
e. Align the track using the same screws and track holes 
f. Tighten the screws to secure the track to the header 

4. Install Pocket Door Frame 
a. Attach the header to the frame following the instructions in 

the built-up pocket door frame installation instructions 
b. Install the frame and header into the rough opening using 

the built-up pocket door frame instructions 
5. Attach the Pocket Door Stop 

a.  Using the size of the door that is 

going to be installed measure the 

door size in inches from the long 

jamb on the opening side and mark 

the 3rd purlin from the bottom at 

this distance as shown in the 

picture 
b. Place the Pocket Door Stop over 

the purlins, mark and predrill the 

holes 
c. Install the Pocket door stop with 

bumper facing the door (opening 

side) using 1” – 1-1/2”   
    

    

    

    

    

     


