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Important 
 
Please read this manual carefully and keep it in a safe place for later reference. These 

instructions are for general advice only and neither MARWIN nor any of its affiliates will 
accept any liability for claims arising from personal injury or damage to property. A 
licensed building contractor should always be consulted before undertaking any major 
structural work. 

 

 

Declaration 

 
The safe use of MARWIN scissor stairs shall always be in compliance with the guidelines 

specified in this instruction. 

 

 

Specifications 
 

 

Product Specifications 

Rough Opening Size 27-1/2” x 48-1/4” 

Product Overall Size 29-5/16” x 48-7/8” x 20-1/2” 

Ceiling Height 8’ to 10’4” 

Step Spacing 10” 

Duty Rating 350 lbs 

 

 

 

 

350lb 



 

 

 

Before using the Titan SS scissor stairway 

 

》 Is your physical condition sufficient to use this scissor stairs? Certain medical conditions, 

medication use, alcohol intoxication or drug abuse may pose safety risks while using the 

scissor stairs. 

》The scissor stairs must be inspected after assembly and before initial use to verify the 

condition and functionality of all components. 

》Conduct a visual inspection of the scissor stairs for damage and safe usability at the 

start of each working day before use. 

》 Ensure the scissor stair is suitable for its intended use. 

》 DO NOT continue using the scissor stairs if it is damaged or unfit for use! 

》 Remove all contaminants from the scissor stairs, such as wet paint, dirt or oil . 

》Prior to using the scissor stairs for work purposes, a risk assessment shall be conducted in 

consideration of the legal requirements of the country of use. 

》It is strictly forbidden to attempt to deploy the scissor stairs on the ground before installation. 

》It is recommended that the stairway be installed at the final stage of construction (i.e., after the framing and 

ceiling are fully finished); please take care to avoid trapping your fingers between the S-curves to prevent 

pinching injuries. 

》 If conditions permit, installing a guardrail around the opening is recommended for 

enhanced safety. 

 

How to Install the Titan SS 

 
》 Inspect the selected installation location for the scissor stairs to ensure it is free of hazards 

and obstacles such as electrical cables, water pipes, and cooling pipes. If necessary, have 

obstacles removed by a qualified professional. 

》 The scissor stairs MUST be assembled in accordance with the provided assembly 

instructions! Located on pages 4-9. 

 

 

Use of the Titan SS  

 
》 Take measures to prevent unauthorized use. 

》 Do  not overload the scissor stairs. 

》 Ensure a firm footing on the scissor stairs. 

 

 

Maintenance and Servicing 

 
》 Maintenance and servicing of the assembled scissor stairs must be performed regularly, 

at least once a year. 

》 Annual Inspection: Tighten screws and bolts if necessary. Clean pivot points and 

lubricate with Teflon spray. 

》 Do not pull the scissor stairs backward with force! 
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For a period of one year from the date of purchase, we will replace any defective part of the scissor 

stairs free of charge if it fails to function properly or develops defects under normal use. 

This warranty does not cover: 

》 Damage caused by improper use, transportation damage or incorrect installation. 

》 Damage resulting from the installation of the scissor stairs in combination with non-

MARWIN products of incompatible dimensions. 

》 Damage to the scissor stairs caused by roof leaks, condensation or other such issues arising 

from non-MARWIN-provided dimensions or poor installation. 

 

Safety 
When installing the Titan SS, the installation instructions must be followed. 

MARWIN shall not be liable for any bodily injury, property damage or consequential damage 

arising from improper installation or the combined use of the product with third-party products. 

 

Installation Instructions 

IMPORTANT NOTICE 

Please read these installation instructions carefully before beginning work. These instructions provide 

general guidance only. A licensed building contractor should be consulted prior to performing any structural 

modifications. The Marwin Titan SS must be installed in accordance with all applicable local building codes 

and regulations. 

 

Before Installation 

Inspect the intended installation location and confirm that it is free of obstructions, including but not limited to 

electrical wiring, water pipes, cooling lines, or other embedded services. If obstructions are present, they 

must be relocated by a qualified professional prior to installation. 

Verify that the ceiling is suitable for installation. The scissor stairway is intended for installation in a framed 

out rough opening between ceiling joists. A minimum 2x6 ceiling joist is required for installation.  

Confirm all measurements before cutting the ceiling opening. Do not proceed with installation if required 

clearances or structural conditions cannot be met. 

It is recommended that installation be performed at the final stage of interior construction to avoid damage to 

finished surfaces and to reduce the risk of injury. 

 



 

Opening Requirements 

The ceiling and framing opening must be cut to the manufacturer’s specified dimensions. Maximum 

allowable tolerance is ¼”. 

A minimum clearance of 2” must be maintained between the opening and adjacent walls or beams. The unit 

must not be in direct contact with surrounding structural elements. 

The floor projection distance in the direction of stair deployment must be greater than 71”, measured from 

the edge of the opening to ensure safe operation. 
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Installation Procedure 

Pre-assemble all screws and bolts to the appropriate lengths based on the measured floor-to-ceiling height. 

Ensure that the provided wood jamb spacers are installed into the jamb as pictured below before 

proceeding.  

 

 

 

 

 

 

 

 

 

 

One person is required to enter the attic space prior to the stairway being lifted into place. 

Two people are required to lift or hoist the scissor stairway into the ceiling opening. Ensure the unit is 

properly aligned and fully seated in the opening. 

Install the triangular mounting brackets at all four corners of the stairway frame to the surrounding structure. 

Center the stair in the opening and add any necessary shims between the jamb and surrounding structure. 

Tighten all triangular mounting backets bolts securely to eliminate any movement. 

 

 

 

 

 

 

 

 



⚠ 

 

 

Confirm that all fasteners, brackets, and structural connections are properly secured before proceeding. 

The stairway should now be carefully opened using the provided pull-rod.  

Using the diagram below mark the proper location for the lag bolts. Drill 8, 1/4" pilot holes through the jamb, 

wood spacers, shims, and into the surrounding structure for the lag bolts.  

 

 

 

 

 

 

 

 

 

 

 

 

 

Use the provided lag bolts to secure the stairway jamb into the rough opening. Ensure the space between the 

jamb and surrounding structure at the bolting locations are fully supported to prevent deformation.  

Trim off excess threaded rod so it does not create a trip or safety hazard. Be sure to sand or grind any sharp 

edge left after trimming  

 

 

 

 

 

 

 

INCORRECT MOUNTING OR INSTALLATION WILL VOID WARRANTY 

 



 

Height Adjustment and Step Configuration 

 

 

 

 

 

 

The scissor stairway is configured for a maximum ceiling height of 10’-4” in its standard configuration. 

If the installed ceiling height is lower, steps may need to be removed to ensure that all steps rest horizontally 

when the stairway is fully deployed. 

Each step added or removed changes the effective floor-to-ceiling height by approximately 10”. 

To remove a step, loosen the nuts and washers on both sides of the relevant scissor section using 

appropriate tools. Remove the step along with its attached scissor segments, then reconnect the remaining 

scissor sections securely. Ensure that all washers are installed in the correct locations during re-assembly. 
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Post-Installation Check 

After installation, open and close the stairway door and scissor sections several times to verify smooth 

operation of the unit. 

If resistance, misalignment, or looseness is observed, stop use immediately and recheck installation alignment 

and fastener tightness. 

If proper operation cannot be achieved, discontinue use and contact the supplier. 

 

 


