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FEATURES

R-49

Airtight Vinyl/Nitrile Gasket seals and protects the home from Air Infiltration while providing a Smoke 
and Flame Barrier - UL 94 HF-1 Flame Retardant Rating
Airtight Weather-Stripping installed around inside perimeter of opening

Exceeds most Local Building Code 
Requirements

2-1/4” Thick EPS (expanded polystyrene) 
Foam

Includes 3/16” foam weather-stripping to be installed onto the outside of the frame to minimize 
air penetration between the rough opening and the frame
Easily Fits Between Ceiling Joints that are either 16” or 24” on center 

Meets the ENERGY STAR Version 3 
Thermal Enclosure System Rater Checklist 
Meets the LEED Energy and Atmosphere 
Credits 3.1 (Minimal Envelope Leakage)
Exceeds the LEED Energy and Atmosphere 
Credit for Enhanced Insulation

10-1/2” Thick EPS (expanded polystyrene)  
Foam 
12” deep box to prevent insulation from 
spilling into the living space 

R-10

Rough opening sizes 22” x 32” | Custom sizes also available | Fire treated option available

Ready to Install, No Assembly Required
Available with ASTM E84 Compliant 30-Minute Fire Treated Plywood Panel

SCUTTLE 
ACCESS SYSTEM  

FIRE TREATED 
OPTION AVAILABLE


